Abstract. In this paper, according to large quantity of historical statistics, we have established a model which could successfully forecast the power charge in two regions. Because of the different efforts between weekdays, weekends and holidays, we made a piecewise function [1] to decrease the error. The method of 2 times curve fitting was used to analyze the electric power charge of minimum and average per day by Matlab. Then an ARIMA (Auto Regressive Integrated Moving Average Model) connected with statistics between 2009 to 2014 was set up and verified available residual analysis. We also take climate factors into consideration. Being supported by huge data the model can predict variation tendency of electric power charge efficiently.
Introduction
The short-term load forecasting is the foundation of electric power system's function and analysis. Improving accuracy of it is an important point to optimize the scientific nature of the strategic decision. In modern power system, the electrical appliances are various, and so many factors can exert an effect on the load. Now we have gathered around numerous information from 1st January, 2009 to 10th January, 2015 in two regions.
The Data Processing
We used Excel to calculate two regions' charge of maximum, minimum and average each day, and draw curve graphs just as follows:[x-axis is time(day), y-axis is load(MW)] 负荷量（MW） Figure 1 Time-Load relations between two regions From the graph above, we can reach a conclusion that summer is the fastigium during the whole year.
The modeling Process

Data pretreatment
As for these data, we set up ARIMA(n, m) to analyze: 
According to the difference formula
, we converse non-linear stochastic variation to zero-mean stationary random sequence [2] through stationary treatment. The auto correlation function attenuats fast after the difference. We used 'd' as the difference order, and in this model, d is equal to 2.
Figure 2 Curves after two differences 3.2 AR Model order
We decided to fit MA(1), MA(2), namely, ARIMA(2, 1), ARIMA(2, 2) into curves:
Figure 3 This is the sequence of zero-mean white noise station.
Model Parameter Estimation
Based on the AR model order and relations above, we choose the best model to estimate the parameters by SPSS [3] : Figure 4 Finally, we get the ARIMA model: 
Summary
This model could forecast the electric power charge each day accurately. It is near the practical data with the support of historical statistics. However, we ignore the climate factors and made a hypothesis that the information are all correct and reliable. These are limitations of the model.
